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Cast Iron, Oil-Free, 
Proven Performance Compressor!

Quiet Operation • Compact Design • Oil-Free! 
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When you need Clean, Quiet Power™ to run smaller tools to get the job done quickly, the EPEQ™ AIR5 is your proven 
compressor choice. The EPEQ™ AIR5 is designed to be one of the quietest air compressors in the industry and works 
in a variety of temperatures and uneven terrains. In fact, at 70 dBA the AIR5 is ideal for indoor use where noise is 
an issue too. The powerful 1.5 HP 110V 1-phase motor mounts below the compressor for clean, compact installation. 
At only 60 lbs. this portable, four-gallon, oil-free, dual piston pump system compressor provides up to 5 CFM of air, 
which is ideal for intermittent air use while performing tire service or operating smaller air tools. 

EPEQ™ AIR5 PERFORMANCE AND SPECIFICATIONS
• Powerful 1.5-HP SP Series, 110V, 1-Phase Motor
• Low 1725 RPM; Creates Less Noise and Wear
• Compressor Type: Cast Iron, Oil-Free 
• Up to 5 CFM @ Up to 125 PSI Max Pressure 
• Decibels: 70 dBA
• Oil-Free Dual Piston Pump System
• Air Storage Capacity: 4 Gallons 
• Built-In Safeties

Introducing the EPEQ™ AIR5!
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FEATURES
• Clean, Quiet Operation
• Portable Air Compressor 
• Designed for Easy Maintenance 
• Works in a Variety of Temperatures and 
 Uneven Terrains
• Air Filters Included for Extra Protection Against 
 Dust and Dirt
• Thermal Overload Protector and Easy Start Valve
• Valve Releases a Small Amount of Air for No-load 
 Starts That Use Fewer Amps
• Lightweight and Easy to Transport and Store
• Manual Tank Drain for Routine Draining Prevents 
 Air Contamination
• Designed For Increased Duty Cycles and 
 Run Times
• Top Mounted Controls
• Dual Gauges to Quickly Check the Tank and Tool 
 Pressure at a Glance
• Two 1/4 Air Outlets with Quick Connectors for Fast 
 Tool Changes

Compressor Type
Motor

Maximum Rated PSI
CFM Rating
Air Storage Capacity
Decibels
Dimensions
Weight

Cast Iron Oil Lubricated
110 Volt, 1-Phase

125 PSI

20” L x 18” W x 17” H
60 lbs.

5 CFM
4-Gallon
70 dBA

SPECIFICATIONS


